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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 



IS 7018-3 (1983) : Technical supply conditions for gauges. 
Part 3: Assembly and identification of screw plug gauges 
for ISO metric screw threads (size range from Ml up to and 
including M200) [PGD 25: Engineering Metrology] 
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AMENDMENT NO. 1 JULY 1986 

TO 
IS ; 7018 ( Part 3 ) - 1983 TECHNICAL SUPPLY CONDITIONS 

FOR GAUGES 

PART 3 ASSEMBLY AND IDENTIFICATION OF SCREW PLUG GAUGES FOR ISO 
METRIC SCREW THREADS (SIZE RANGE FORM Ml UPTO AND INCLUDING M200) 

( First Revision j 

( Page I, title, fifth line ) — Substitute ' FROM '/'"' ' FORM '. 

( Page 2, Fig. 4 ) — Substitute the following for the existing figure. 
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SCREW GO MEMBER 

IS.S388 IS:9603 



HANDLE 
IS.5388 
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NO GO MEMBER 
IS 9608 
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\SSEMBLY 
FIG. 4 GO AND NO GO SCREW GAUGE ASSEMBLY FOR NOMINAL SIZE ABOVE M40 UP TO AND INCLUDING M65 
( Pages 2 and 3, Figs, 5A and 5B ) — Substitute the following for the existing figures: 
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SCREW GO MEMBER 

13:5388 IS:960a(ABOV£ M65 TO M120) 

«S: 10685( ABOVE M120 TO M200) 



HANDLE 
IS:5388 
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ASSEMBLY 
FIG. 5A GO SCREW GAUGE ASSEMBLY FOR NOMINAL SIZE ABOVE M65 UP TO AND INCLUDING M200 
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SCREW NO GO MEMBER 

IS:5388 15: 9608 ( ABOVE W65 TO M120) 
(S:i0685(ABOVE M120 TO M200) 



HANDLE 
IS:5388 
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ASSEMBLY 
FIG. 58 NO GO SCREW GAUGE ASSEMBLY FOR NOMINAL SIZE ABOVE M65 UP TO AND INCLUDING M200 



( EDG 43 ) 



Reprography Unit, BIS, New Delhi, India 



UDC621753-3:53t719 2: 621-882 082-1 : 621 -777 ( Rrst Reprint JUNE 1998 )'^ ' ^^^^ ^ ^^^nUtiJ^ 



Indian Standard 

TECHNICAL SUPPLY CONDITIONS FOR GAUGBSAFnn:^^3 

PART 3 ASSEMBLY AND IDENTIFICATION OF SCREW PLUG / OCSi, 
GAUGES FOR ISO METRIC SCREW THREADS (SIZE RANGE / ^ ^^ 
FORM Ml UP TO AND INCLUDING M200) 

( First Revision ) 



1. Scope — Covers requirements for assembly details and identification of screw plug gauges and 
screw check plugs for ISO metric screw threads in the size range from M1 up to and including M200. 
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2. Assembly — Shall be as shown in Figures 1 to 5. 
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GO MEMBER 
IS:9631 



HANDLE 
IS:5388 



NO GO MEMBER 
IS:0631 
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ASSEMBLY 

FIG. 1 GO AND NO GO SCREW GAUGE ASSEMBLY FOR NOMINAL SIZE FROM Ml UP TO 

AND INCLUDING M3 



--<^D- 



E 



GO MEMBER 
IS:9631 



HANDLE 
IS:5388 



DO GO MEMBER 
13:9631 
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ASSEMBLY 

FIG. 2 GO AND NO GO SCREW GAUGE ASSEMBLY FOR NOMINAL SIZE 
ABOVE M3 UP TO AND INCLUDING M6 
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GO MEM3E: 
IG:fJC21 



HANDLE 
IS:53S8 



t,:0 CO MEMBER 
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ASSEMBLY 

FIG. 3 GO AND NO GO SCREW GAUGE ASSEMBLY FOR NOMINAL SIZE 
ABOVE M6 UP TO AND INCLUDING MtO 
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IS: 7018 ( Part 3) -1983 
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SCREW 60 MEMBER 

IS:5388 IS:624A 



HANDLE 
tS:S386 
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NO GO MEMBER 
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ASSEMBLY 

FIG, 4 GO AND NO GO SCREW GAUGE ASSEMBLY FOR NOMINAL SIZE 
ABOVE M40 UP TO AND INCLUDING M65 




SCREW 
IS:5388 



GO MEMBER 
IS:9606 



HANDLE 
IS:538& 
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ASSEMBLY 



FIG. 6A GO SCREW GAUGE ASSEMBLY FOR NOMINAL SIZE ABOVE M65 UP TO AND 

INCLUDING M200 



IS :7018( Parts) -1983 
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SCREW NO GO MEMRPR 

)S:S3a8 15:9608 



HANDLE 
iS:538B 
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ASSEMBLY 



FIG. 5B NO GO SCREW GAUGE ASSEMBLY FOR NOMINAL SIZE ABOVE M65 UP TO AND 

INCLUDING M200 



3. Designation 

3.1 For Nominal Size from 1 mm up to and including 65 mm ( Double Ended ) 

3.1.1 A GO and NO GO screw plug gauge and screw check plug gauge for ISO metric screw threads 
shall be designated by the nominal diamster pitch and the tolerance class. If pitch is not indicated 
in the designation, coarse pitch is implied. 

Examples : 

1) A GO and NO GO screw plug gauge of thread size M20, pitch 2 mm and tolerance class 
6H shall be designated as: 

GO and NO GO Screw Plug Gauge M20x2-6H IS : 7018 (Part 3) 

2) A GO and NO GO screw check plug gauge for new solid GO screw ring gauge of 
nominal diameter M60, pitch 3 mm and tolerance class 6g shall be designated as: * 

GO and NO GO Screw Check Plug Gauge M60x3-6g CP 
for GO Screw Ring Gauge IS : 7018 (Part 3) 

3) A GO and NO GO screw check plug gauge for new solid NO GO screw ring gauge of 
nominal diameter M60, pitch 3 mm and tolerance class 6g shall be designated as: 

GO and NO GO Screw Check Plug Gauge M60x3-6g 
CP For NO GO Screw Ring Gauge IS : 7018 (Part 3) 

3.2 For Nominal Size above 65 mm up to and Including 200 mm {Single Ended) 

3.2.1 A GO or NO GO screw plug gauge and screw check plug gauge for ISO metric screw threads 
shall be designated by the nominal diameter, pitch and the tolerance class. If pitch is not indicated in 
the designation, coarse pitch is implied. 



IS: 7018 ( Part 3) -1983 

Examples : 

1) A GO or NO GO screw plug gauge of thread size M80, pitch 2 mm and tolerance class 
6H shall be designated as: 

GO Screw Plug Gauge M80X2-6H IS : 7018 (Part 3) 

NO GO Screw Plug Gauge M80X2-6H IS : 7018 (Part 3) 

2) A GO or NO GO screw check plgg gauge for new solid GO screw ring gauge of nominal 
diameter M80, pitch 2 mm and tolerance class 6g shall be designated as: 

GO Screw Check Plug Gauge M80x2-6g CP for 
GO Screw Ring Gauge IS : 7018 (Part 3) 

NO GO Screw Check Plug Gauge M80 x2-6g CP for 
GO Screw Ring Gauge IS : 7018 (Part 3) 

3) A GO or NO GO screw check plug gauge for new solid NO GO screw ring gauge of 
nominal diameter M80, pitch 2 mm and tolerance class 6g shall be designated as: 

GO Screw Check Plug Gauge M80 x 2-6g CP for NO GO 
Screw Ring Gauge IS : 7018 (Part 3) 

NO GO Screw Check Plug Gauge M80x2-6g CP for NO GO 
Screw Ring Gauge IS • 7018 (Part 3) 



EXPLANATORY NOTE 

This standard on technical supply conditions for different types of gauges, issued in various parts, 
has been brought out to avoid mentioning on the standard sheets or drawings of gauges the details which 
are of repetitive nature and which supplement the details already existing. It would be enough to refer 
to this standard wherever the gauges are to comply with these requirements. 

This standard (Part 3) was originally published in 1980. It has now been revised to bring it in line 
with the latest manufacturing practices in this field in the country. Alterations have been made in 
Fig 1 to 3 and the clauses on designation beside extending the scope of the standard to include gauges 
of sizes up to M200. 

Other parts of the standard are as follows: 

IS : 7018 (Part 1)-1983 Technical supply conditions for gauges- Parti General {first revision ) 

IS : 7018 (Part 2) -1983 Technical supply conditions for gauges : Part 2 Assembly and identifi- 
cation of plain plug gauges (size range from 1 up to and including 250 mm) ( first revision ) 
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